






A myriad of accessories are available for the SJ-210. For example, even workpieces with a curved  
surface (cylindrical workpieces) or those whose measurement surface is smaller than the SJ-210 driver  
can be measured.
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Nosepiece for fl at surface
No. 12AAA217

Nosepiece for cylindrical surface
No. 12AAA218

Vertical positioning adapter
No. 12AAA219

Extension rod 50 mm
No. 12AAA210

Magnetic stand adapter
No. 12AAA221

Height gage adapter
No. 12AAA222

Point-contact adapter (standard equipment for S-driver)
No. 12AAE643

V-type adapter (standard equipment for S-driver)
No. 12AAE644

Note: The following special accessories cannot be used when the SJ-210 is equipped with the driver unit for traverse detection: support feet 
set, nosepiece for flat surfaces, nosepiece for cylindrical surfaces, vertical positioning adapter and extension rod.

Granite stand  
No. 178-039
Driver adapter 
No. 65GAA083
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Optional Accessories

Support feet set 
No. 12AAA216



Multifunction thermal printer
Assessed profiles and calculation results and curves can be 
printed out by connecting the SJ-210-dedicated printer, which 
is palm sized (W×D×H: 93×125×70mm) and can run on an 
internal battery.
-	 Power supply can be selected. (AC adapter or battery pack)
-	 Printable items: Measurement conditions, calculation 		
	 results, assessed profile, bearing area curve (BAC),  
	 amplitude distribution curve (ADC), and environment 		
	 settings.

Digimatic mini processor DP-1VR
By connecting this printer to the Surftest SJ-210's digimatic 
output, you can print calculation results, perform a variety 
of statistical analyses, draw a histogram or D chart, and also 
perform complicated operations for X-R control charts.

Optional Accessories

Setting attachments
V type for measuring 
in the cylinder axis 
direction
The V-width is adjustable to 
the cylinder diameter facilita-
ting axial measurement of a 
wide range of cylinder  
diameters. Adjustable range:  
ø 5 ~ 150 mm

Magnetic slider type
The magnet attached to the 
frame bottom surface allows 
taking hands-free measure-
ment on the wall.

No. 178-033

Inside diameter type
Greatly facilitates measurement of internal wall 
surfaces of, for example, a cylinder block.
• Applicable diameter: ø 75 ~ ø 95 mm
• Accessible depth:  30 ~ 135 mm

No. 178-034

No. 178-035

No. 264-504-5D

No. 178-421 SJ-210 to DP-1VR  Connecting cable
Connecting cable 1 m Nr. 936937
Connecting cable 2 m Nr. 965014
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Footswitch
A footswitch is used to trigger measurement. This tool is very 
useful in cases where you need to measure the same workpi-
ece multiple times using jigs and other fi xtures.

USB-Communication-Tool
Test reports are easily and quickly generated with the USB-Communication-Tool – a Microsoft Excel based macro. The informa-
tion transferred via USB connecting cable contains measurement conditions, measurement results, the graphic representation of 
the profile, BAC and ADC curves. A comment can be added and test reports generated either automatically or on demand. This 
tool is also able to exercise control over the Surftest SJ-210; such as Start Measurement, Establish Measurement Conditions and 
Set Tolerance Limits. A variety of languages are ready for direct access.

* Required environmen:
Windows XP 	 – Microsoft Excel 2000
Windows Vista	 – Microsoft Excel 2002
Windows 7	 – Microsoft Excel 2007

* Windows OS and Microsoft Excel are products of Microsoft     
   Corporation.

USB cable 2 m
For connection between the Surftest SJ-210 and a PC by  
means of USB connector to use the USB-Communication-Tool.
Nr. 12AAL068

Data transfer 
The SPC interface (Digimatic) permits software-neutral data 
transfer of results to a PC, e.g. directly via the USB-Input-Tool 
or via the U-WAVE wireless communication system.

Connecting cable SJ-210 SPC to USB
Nr. 06ADV380
 
U-WAVE wireless communication
For further information, please refer to our brochure  
"U-WAVE" PRE1330.

Protective sheets for the display
Protective sheet for the color LCD (5sets)
Nr. 12AAL066

No. 12AAJ088
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Test Equipment and
Seismometers

Coordinate Measuring Machines

Vision Measuring Systems

Form Measurement

Optical Measuring

Sensor Systems

Digital Scale and DRO Systems

Small Tool Instruments and
Data Management

Mitutoyo Europe GmbH
Borsigstr. 8 -10
41469 Neuss
T +49 (0)2137-102-0
F +49 (0)2137- 86 85
info@mitutoyo.eu
www.mitutoyo.de

Note: All information about our products, in particular the figures and pictures, drawings, dimensional and per-formance data as well as 
other technical information included in this brochure are approximated mean values. All construction and design data, technical data and 
specifications, dimensions and weights remain subject to changes. The standards specified by us, similar technical regulations as well as 
technical data, descriptions and pictures of the products refer to the date of printing. In excess of this, our general terms and conditions in 
the actual version apply. The offers submitted by us are alone definitive.

When using Mitutoyo surface rough-
ness testers you will benefit from 
the compe-titive edge in experience 
and expertise of the world’s leading 
expert in production measurement 
technology. Make use of the know-
ledge from decades to solve the tasks 
of tomorrow -  applying highest stan-
dards regarding quality, performance 
and progressiveness.

Ask for the overview brochure  
“Surface Measurement”. 
Mitutoyo presents a practically structured 
range of advanced solutions for state of the 
art surface measurement.

Further information can be found in our  
product lounge Form measurement: 
www.mitutoyo-produkte.de


