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Optional Styli

Detectors Extension rods

Styli

Standard stylus 12AAE882 (1µm)*
12AAE924 (1µm)**
12AAC731 (2µm)*
12AAB403 (5µm)**
12AAB415 (10µm)**
12AAE883 (250µm)
(    ): Tip radius
*Tip angle: 60° **Tip angle: 90°

Double-length for deep hole 12AAE898 (2µm)*
12AAE914 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For small hole 12AAC732 (2µm)*
12AAB404 (5µm)**
12AAB416 (10µm)**
(    ): Tip radius
*Tip angle: 60° **Tip angle: 90°

For small hole/Double-length for deep hole 12AAE892 (2µm)*
12AAE908 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For very small hole 12AAC733 (2µm)*
12AAB405 (5µm)**
12AAB417 (10µm)**
(    ): Tip radius
*Tip angle: 60°  **Tip angle: 90°

For very small hole
12AAE884 (0.8mm)
(    ): Tip radius

For extra small hole 12AAC734 (2µm)*
12AAB406 (5µm)**
12AAB418 (10µm)**
(    ): Tip radius
*Tip angle: 60°  **Tip angle: 90°

For ultra small hole
12AAJ662 (0.25mm)
(    ): Tip radius

For deep hole (double-length and triple-length) For small slotted hole 12AAE938 (2µm)*
12AAE940 (5µm)**
(    ): Tip radius
*Tip angle: 60° **Tip angle: 90°

2X stylus
12AAC740 (2µm)*          (    ): Tip radius
12AAB413 (5µm)**       *Tip angle: 60° 
12AAB425 (10µm)**   **Tip angle: 90°

3X stylus
12AAC741 (2µm)*          (    ): Tip radius
12AAB414 (5µm)**       *Tip angle: 60° 
12AAB426 (10µm)**   **Tip angle: 90°
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Styli

For deep goove (10mm) 12AAC735 (2µm)*
12AAB409 (5µm)**
12AAB421 (10µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For deep groove (20mm)/Double-length for deep hole
12AAE893 (2µm)*
12AAE909 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For deep groove (20mm) 12AAC736 (2µm)*
12AAB408 (5µm)**
12AAB420 (10µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For deep groove (40mm)
12AAE895 (2µm)*
12AAE911 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For deep groove (30mm) 12AAC737 (2µm)*
12AAB407 (5µm)**
12AAB419 (10µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For deep groove (30mm)/Double-length for deep hole

12AAE894 (2µm)*
12AAE910 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For gear tooth 12AAB737 (2µm)*
12AAB410 (5µm)**
12AAB422 (10µm)**
(    ): Tip radius
*Tip angle: 60° **Tip angle: 90°

For gear tooth/Double-length for deep hole
12AAE896 (2µm)*
12AAE912 (5µm)**
(    ): Tip radius

For rolling circle waviness surface
12AAB338 (ø1.588)
(    ): Tip radius

For rolling circle waviness/Double-length for deep hole

12AAE886 (250µm)
(    ): Tip radius

For knife-edge detector 12AAC738 (2µm)*
12AAB411 (5µm)**
12AAB423 (10µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For corner hole/Double-length for deep hole 12AAE897 (2µm)*
12AAE913 (5µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For eccentric arm
12AAC739 (2µm)*
12AAB412 (5µm)**
12AAB424 (10µm)**
(    ): Tip radius
*Tip angle: 60° 
**Tip angle: 90°

For bottom surface
12AAE899 (2µm)*
12AAE915 (5µm)**
(    ): Tip radius
*Tip angle: 60°   
**Tip angle: 90°
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Mitutoyo Scandinavia AB
Släntv. 6 • Box 712
SE-194 27 Upplands Väsby
Tel: 08-594 109 50
Fax: 08-590 924 10
info@mitutoyo.se
www.mitutoyo.se

Note: All information regarding our products, and in particular the illustrations, drawings, dimensional and performance data contained in this pamphlet, as well as other 
technical data are to be regarded as approximate average values. We therefore reserve the right to make changes to the corresponding designs, dimensions and weights. 
The stated standards, similar technical regulations, descriptions and illustrations of the products were valid at the time of printing. Only quotations submitted by ourselves 
may be regarded as definitive.
Our products are classified as regulated items under Japanese Foreign Exchange and Foreign Trade Law. Please consult us in advance if you wish to export our products to 
any other country. If the purchased product is exported, even though it is not a regulated item (Catch-All controls item), the customer service available for that product 
may be affected. If you have any questions, please consult your local Mitutoyo sales office.

Export permission by the Japanese government may
be required for exporting our products according to
the Foreign Exchange and Foreign Trade Law. Please
consult our sales office near you before you export
our products or you offer technical information to a
nonresident.
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